
Revolutionary
28 kW, 240 Split - 208Y, 50/60 Hz 

Intelligent Power Center

Ultimate Reliability with Global Communication 
and Management System — 

Without Dedicated Phone Lines or Modems

¤

28kW



28kW
The                           combines an oil cooled diesel engine, generator,
sophisticated command, control, and satellite communication system
with a high capacity double walled cor-ten steel tank under one
enclosure  providing a single solution for your emergency 
back-up power. 

The                            engineered design continuously monitors and
evaluates system dynamics, logging the results digitally to insure
peak performance and longevity.

Operational conditions of the generator, engine, batteries, together
with fuel and filtering status, communicates with the
Digital Management Controller, which processes all data inputs and
manages precise system operation.

Global two-way communication automatically reports to the 
Remote Management System via the Internet

describing and logging abnormalities before damage occurs.
Information is automatically logged with all inquiries and
maintenance activities in a permanent maintenance log. 

The Sophisticated Digital Control System Will Not Allow 
the Generator to run Unless a Load is Present

Sewer Lift Stations are a Perfect Application
Will Run a Minimum of 18 Days Before Refueling

• No Fan Belt

• No Water

• No Water Hoses

• No Water Pump

• No Alternator

• No Voltage Regulator

• No Antifreeze

Additional Features
for Added Protection

98% of All Failure Parts
Have Been Eliminated

Features and Benefits

• Automatic Oil 
Replenishment System

• Air Filter Vacuum 
Sensor

• Fuel Filter Vacuum 
Sensor

• 30 Micron Fuel Filter 
• 5 Micron Fuel Filter
• Magnetic Fuel 

Conditioner
• 3 Gallon Oil Reserve
• Fuel Heater

THE REMOTE MANAGEMENT SYSTEM
Controls and Monitors Over 100 Additional Parameters



Two-Way Satellite Communication
Instant Information Gives Complete Management Control

on the Status of All Units Via the World Wide Web
with Factory Authorized Monitoring and Maintenance

Current Status of All Units

At a glance the Remote Management System tells
you the number units on line, off line, and in an
alarm state.

In addition, it provides you with the number 
of units ready for annual maintenance and the
number ready for refueling at the click of 
the mouse.

Alert Escalation Path Manager

Five levels of alert notification with an 
adjustable delay time between each level 
of escalation.

Receive alarm notification by e-mail and/or
pager, phone, cell phone, Palm Pilot VII, and
other PDAÕs.

Automatic Alert Notification
Automated maintenance management with 
auto-prompt features for required and
preventative maintenance with on-line audit trail.

On line Proposed Solution Manual for 
all alerts. 

On-Line Maintenance and 
Historic Events Log

All proposed solutions, actions taken, and general
comments for alarms initiated by
are permanently stored in an on-line Historic
Events Log and are stamped with date, time and
originatorÕs name


